
IEC Squirrel-Cage Motors
Motors operating with frequency converters

Self-ventilated motors FS 315 a. above, w. special
insulation up to 690 V – Cast-iron series 1LA8

5/17Siemens D 81.1 · 2008

5

■ Overview

Recommended types:
• 1LA8 in output range from 145 to 980 kW (at 50 Hz).

■ Selection and ordering data

The data for motor series 1LA8 with special insulation for vol-
tages up to 690 V for converter-fed operation can be found in the 
“Technical specifications” and “Selection and ordering data” in 
catalog part 3 “Non-standard motors frame size 315 and above”. 
They are ordered using additional order options (special ver-
sions). These special versions for voltages, construction types or 
options are listed in catalog part 3 “Non-standard motors frame 
size 315 and above”.

■ Overview

Recommended types:
• 1PQ8 in output range from 145 to 980 kW (at 50 Hz)

■ Selection and ordering data

The data for motor series 1PQ8 with special insulation for vol-
tages up to 690 V for converter-fed operation can be found in the 
“Technical specifications” and “Selection and ordering data” in 
catalog part 3 “Non-standard motors frame size 315 and above”. 
They are ordered using additional order options (special ver-
sions). These special versions for voltages, construction types or 
options are listed in catalog part 3 “Non-standard motors frame 
size 315 and above”. Please inquire about 1PQ8 motors.

Forced-air cooled motors FS 315 a. above, w. fan, with
special insulation up to 690 V – Cast-iron series 1PQ8




