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■ Selection and ordering data

Order No. supplements

Standard version
Without additional charge

✓ With additional charge
– Not possible

Order other voltages with voltage code 9 in the penultimate po-
sition and the corresponding order code (see “Special versions” 
in the “Selection and ordering data” under “Voltages”). 

Order other types of construction with type of construction code 
9 in the final position and the corresponding order code (see 
“Special versions” in the “Selection and ordering data” under 
“Types of construction”). 

Options (see “Special versions” in the “Selection and ordering 
data” under “Options”). 
 

These motors can only be used according to IEC 60034-30 
IE3 at 50 Hz. According to IEC 60034-30 IE3, they cannot be 
used at 60 Hz or according to NEMA.

Rated out-
put at
50 Hz

Frame size Operating characteristics at rated output Order No. Price Weight
Rated 
speed 
at 
50 Hz

Rated 
torque 
at 
50 Hz

Efficiency 
Class 
according 
to IEC 
60034-30 
standard

Efficiency 
at 
50 Hz 
100 %-
load

Efficiency 
at 
50 Hz 
75 %-load

Power 
factor 
at 
50 Hz 
100 %-
load

Rated 
current 
at 
400 V, 
50 Hz

For Order No. supplements 
for voltage and type of 
construction, see table below 
For further technical data, 
options and Order No. 
supplements, see Catalog 
D 81.1 2008 part 2.

IM B3 
type of 
con-
struction 
approx.

Prated FS nrated Mrated ηrated ηrated cosφ rated Irated m
kW rpm Nm % % A kg
2-pole, 3000 rpm at 50 Hz, temperature class 155 (F), IP55 degree of protection, 
for use according to IEC 60034-30 
110 315 S 2982 352 IE3 95.2 95.1 0.91 183 1) 1LG6 310-2AB - Z D25 790
132 315 M 2982 423 IE3 95.4 95.3 0.91 220 1) 1LG6 313-2AB - Z D25 915
160 315 L 2982 512 IE3 95.6 95.6 0.92 265 1LG6 316-2AB - Z D25 1060
200 315 L 2982 641 IE3 95.8 95.8 0.93 325 1LG6 317-2AB - Z D25 1250
4-pole, 1500 rpm at 50 Hz, temperature class 155 (F), IP55 degree of protection, 
for use according to IEC 60034-30 
110 315 S 1488 706 IE3 95.4 95.4 0.87 191 1) 1LG6 310-4AA - Z D25 810
132 315 M 1488 847 IE3 95.6 95.6 0.88 225 1) 1LG6 313-4AA - Z D25 970
160 315 L 1490 1026 IE3 95.8 95.8 0.88 275 2) 1LG6 316-4AA - Z D25 1110
200 315 L 1490 1282 IE3 96.0 96.0 0.88 340 2) 1LG6 317-4AA - Z D25 1310
6-pole, 1000 rpm at 50 Hz, temperature class 155 (F), IP55 degree of protection, 
for use according to IEC 60034-30 
75 315 S 990 723 IE3 94.6 94.6 0.83 138 1LG6 310-6AA - Z D25 760
90 315 M 990 868 IE3 94.9 94.9 0.85 161 1) 1LG6 313-6AA - Z D25 940
110 315 L 990 1061 IE3 95.1 95.1 0.85 196 1LG6 316-6AA - Z D25 1010
132 315 L 990 1273 IE3 95.4 95.4 0.85 235 1LG6 317-6AA - Z D25 1180
160 315 L 990 1543 IE3 95.6 95.6 0.86 280 2) 1LG6 318-6AA - Z D25 1250

Motor type Penultimate position: Voltage code Final position: Type of construction code
50 Hz Without 

flange
With 
flange

With 
standard flange

With 
special 
flange

230 VΔ/ 
400 VY

400 VΔ/ 
690 VY

500 VY 500 VΔ IM B3/6/7/8, 
IM V6, 
IM V5 
without 
protective 
cover 3)

IM B5, 
IM V1 
without 
protec-
tive cover 
IM V3 
4) 5)

IM V1 
without 
protec-
tive cover 
4)

IM V1 
with 
protec-
tive cover 
4) 6)

IM B35 IM B14, 
IM V19, 
IM V18 
without 
protec-
tive cover

IM B34 IM B14, 
IM V19, 
IM V18 
without 
protec-
tive cover

1 6 3 5 0 1 8 4 6 2 7 3
1LG6 310 . . . - Z D25
1LG6 313 . . . - Z D25

✓ – ✓ ✓ – – –

1LG6 316 . . . - Z D25
1LG6 317 . . . - Z D25

– –  7) – ✓ 8) ✓ 8) ✓ – – –

For footnotes, see Page 2.

New!

Premium efficiency class IE3 – order code D25

The motors based on the basic series 1LG6 frame size 315 in 
accordance with IEC 60034-30 are now available in efficiency 
class IE3 in accordance with IEC 60034-30. Motors in accor-
dance with IEC 60034-30 must be ordered using order code 
D25.
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■ Selection and ordering data (continued)

These motors can only be used according to IEC 60034-30 
IE3 at 50 Hz. According to IEC 60034-30 IE3, they cannot be 
used at 60 Hz or according to NEMA.

Order No. Starting torque Starting current Breakdown torque Torque class Moment 
of inertia

Noise at rated output
with direct starting as multiple of rated Measuring-sur-

face sound pres-
sure level at 50 Hz 

Sound power 
level 
at 50 Hztorque current torque

TLR/Trated ILR/Irated TB/Trated CL J LpfA LWA
kgm² dB(A) dB(A)

2-pole, 3000 rpm at 50 Hz, temperature class 155 (F), IP55 degree of protection, 
for use according to IEC 60034-30 
1LG6 310-2AB - Z D25 2.4 6.9 2.8 13 1.4 76 89
1LG6 313-2AB - Z D25 2.6 7.1 2.9 13 1.6 76 89
1LG6 316-2AB - Z D25 2.5 7.1 2.9 13 2.1 76 89
1LG6 317-2AB - Z D25 2.5 6.9 2.8 13 2.5 76 89
4-pole, 1500 rpm at 50 Hz, temperature class 155 (F), IP55 degree of protection, 
for use according to IEC 60034-30 
1LG6 310-4AA - Z D25 2.7 7.1 2.9 16 2.3 68 82
1LG6 313-4AA - Z D25 2.7 7.3 2.9 16 2.9 68 82
1LG6 316-4AA - Z D25 3 7.4 3 16 3.5 68 82
1LG6 317-4AA - Z D25 3.2 7.6 3 16 4.2 68 82
6-pole, 1000 rpm at 50 Hz, temperature class 155 (F), IP55 degree of protection, 
for use according to IEC 60034-30 
1LG6 310-6AA - Z D25 2.8 7.3 3 16 2.5 61 74
1LG6 313-6AA - Z D25 2.7 7.3 2.9 16 3.2 61 74
1LG6 316-6AA - Z D25 2.9 7.4 2.9 16 4 61 74
1LG6 317-6AA - Z D25 3.1 7.8 3.1 16 4.7 61 74
1LG6 318-6AA - Z D25 3.2 7.8 3.1 16 5.4 64 77

1) For connection to 230 V, parallel supply lines are necessary (see Catalog 
D 81.1 2008 part 0 “Introduction”, “Connection, circuit and connection 
boxes”).

2) For connection to 400 V, parallel supply lines are necessary (see Catalog 
D 81.1 2008 part 0 “Introduction”, “Connection, circuit and connection 
boxes”).

3) If motors 1LG6 183-... to 1LG6 318-... (motor series 1LG6 frame sizes 
180 M to 315 L) in types of construction with feet IM B6, IM B7, IM V6 or 
IM V5 without protective cover are fixed to the wall, it is recommended that 
the motor feet are especially supported.

4) 1LG6 220-... to 1LG6 318-... motors (motor series 1LG6 frame sizes 225 S 
to 315 L) are supplied with two screw-in lifting eyebolts in accordance with 
IM B5, whereby one can be rotated in accordance with IM V1 or IM V3. It is 
important to note that stress must not be applied perpendicular to the ring 
plane.

5) Type of construction IM V3 is only possible using type of construction 
code 9 and order code M1G.

6) The “Second shaft extension” option, order code K16, is not possible.
7) Type of construction IM V6 and IM V5 without protective cover is only 

possible using type of construction code 9 and order code M1E or M1D. 
8) 2-pole motors in 60 Hz version available on request.

New!




